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DRIVEWAY NOTE:

APPROVED AND RECORDED DESIGN DY DPW AND DPNR. 

4. ROAD SIDE SWALES SHALL NOTBE CHANGED FROM EXISTING ORIGIANLLY

OR BY PLACED EXPANSION JOINT MATERIALS.

EITHER 1" DEEP CONCRETE SAW CUT, AFTER POUR 

3. PROVIDE EXPANSION JOINT AT EVERY 10' OF LENGHT

OR WITH A MIN. 6x6x10x10 WELDED WIRE MESH.

REINFORCED WITH EITHER 3# REBAR AT 12" OC EACH WAY

2. DRIVEWAY MUST BE 5" THICK -3000 PSI CONCRETE

BEYOND THE EASEMENT BOUNDARY.

1. DRIVEWAY MUST BE A MINIMUM OF 5' ONTO THE PLOT
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NOTE:

ALL WORK SHALL COMPLY WITH THE 2018 IRC (INTERNATIONAL RESIDENTIAL CODE

AND VI CODE.

ALL ELECTRICAL WORK SHALL COMPLY WITH THE 2018

 N.E.C.AND WAPA REQUIREMENTS

ALL PLUMBING WORK SHALL COMPLY WITH THE 2018 IPC (INTERNATIONAL  PLUMBING CODE

1.  TREES SHALL BE PLANTED AND RETAINED DURING

4.  SEEDING AND FERTILIZATION SHALL BE AS FOLLOWS

2.  EXCESS MATERIAL WILL BE GRADED EVENLY THROUGHOUT.

PROPERTY ADDITIONAL FRUIT AND ORNAMENTAL TREES WILL

BE ENCOURAGED.

5.  MINIMUM SITE DISTURBANCE SHALL BE ENCOURAGED AND

APPLIED.

CONSTRUCTION WHEREVER POSSIBLE.

6.  LEFT-OVER DEBRIS SHALL BE HAULED AWAY AFTER COMPLETION

OF CONSTRUCTION.

EARTH CHANGE NOTE:

11b/1000 SGT COMMON BERMUDA GRASS ON 3" TOP SIOL.

3.  PROVIDE 3' TOPSOIL EVENLY SPRED ORDER
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2.  ALL FOOTINGS, FOUNDATIONS AND INTERIOR

  WITH A COMPRESSIVE STRENGTH EQUAL TO AT 

  POURING.  THE WATER/CEMENT RATIO SHALL   BE NO GREATER THAN 0.50 AND SLUMP SHALL 

  BE 3" OR LESS.  MINIMUM CEMENT CONTENT 

  DIRECTED BY THE SPECIFICATIONS AND ACI   STANDARDS AND PRACTICES.

4.  BEFORE CONCRETE IS POURED CHECK WITH 

BY THE CONTRACTOR TO FURNISH SUPPORT FOR THE BARS.

CONCRETE POURING.  IF REQUIRED, ADDITIONAL BARS SHALL BE PROVIDED 

NO DEVIATION FROM THE STRUCTURAL PLANS SHALL BE PERMITTED
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REMOVE ALL DEBRIS FROM FORMS BEFORE POURING.

CONCRETE

  SLABS SHALL BE NORMAL WEIGHT CONCRETE 

  LEAST 3,000 PSI WITHIN 28 DAYS AFTER 

  SHALL BE 504 LBS. PER CUBIC YARD.

3.  ALL CONCRETE WORK SHALL BE PLACED,   CURED, STRIPPED, AND PROTECTED AS 

  ALL TRADES TO INSURE PROPER PLACEMENT 

  OF ALL OPENINGS,  SLEEVES, CURBS,   CONDUITS, BOLTS, INSERTS, ETC.  RELATIVE TO   WORK.

  SHORING AND FORMWORK.5.  CONTRACTOR IS RESPONSIBLE FOR ALL 

6.  COMPACTED FILL TO BE 90% @SLAB AND 95% FOR FOOTING

WITHOUT THE EXPRESS WRITTEN CONSENT OF THE ENGINEER.

OF FOUNDATIONS, CHAIRS SHALL BE GALVANIZED. 

ALL REINFORCING BARS MARKED-CONTINUOUS SHALL BE LAPPED 30 X DIA.

BARS SUPPORT SHALL BE PLASTIC TIPPED FOR EXPOSED CONCRETE. LEGS 

ALL REINFORCING BARS SHALL BE SECURELY HELD IN PLACE DURING 

CONTINUOUS BARS AT NON-CONTINUOUS ENDS WITH STANDARD HOOKS. 

TOP BARS AT CENTER BETWEEN SUPPORTS AS REQUIRED.  TERMINATE 

AT SPLICES AND CORNERS UNLESS OTHERWISE NOTED. LAP CONTINUOUS 

                               COVER            + OR -

REINFORCEMENT TIES, STIRRUPS

NOT EXPOSED TO WEATHER OR IN 

PRE CAST CONCRETE PILES 

CONTACT WITH GROUND:

EXPOSED TO EARTH OR WEATHER:

NO. 5 AND SMALLER BARS

CAST AGAINST AND PERMANENTLY

NO. 5 AND SMALLER BARS 

NO. 6 AND LARGER BARS

NO. 6 AND LARGER BARS

EXPOSED TO SEA WATER:

COVER

3"                                 3/8"

2"                                 3/8"

1 1/2"                            3/8"

4"                                 3/8"

4"                                 3/8"

4"                                 3/8"

ROOF SLAB                           1"                                   1/8"

SLABS ON GRADE                    1 1/2"                                   3/8"

      CONTRACT.  THE CONTRACTOR SHALL ENSURE THAT ALL

      CONSTRUCTION BE PERFORMED IN STRICT COMPLIANCE WITH ALL

      OSHA (OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION), AND

      TO START-UP OF CONSTRUCTION BY THE CONTRACTOR 

      DEVIATIONS FROM THESE PLANS AND SPECIFICATIONS WITHOUT THE

      CONTRACTOR WARRANTS THAT HIS EMPLOYEES, AGENTS AND SUB-

      CONTRACTORS POSSESS THE EXPERIENCE, KNOWLEDGE AND

      CHARACTER NECESSARY TO QUALIFY THEM INDIVIDUALLY FOR THE

      PARTICULAR CONSTRUCTION TECHNIQUES THEY PERFORM IN 

      CONNECTION WITH THE TASKS TO BE PERFORMED UNDER THIS

      ALL WORK SHALL BE PERFORMED IN A FINISHED AND WORKMANLIKE

      MANNER TO THE SATISFACTION OF THE OWNER AND IN

      ACCORDANCE WITH THE BEST RECOGNIZED TRADE PRACTICES. 

SHOWN OR INDICATED ON THE DRAWINGS.  ALL MATERIAL SHALL BE   

TOOLS AND LEAVE THE BUILDING AND WORK AREA BROOM CLEAN.

TRACTOR SHALL REMOVE ALL RUBBISH, SURPLUS MATERIALS, AND

MATERIALS AND DEBRIS, AND AT THE END OF THE JOB THE CON-

THE PREMISES SHALL BE KEPT FROM ACCUMULATION OF WASTE 

POWER NECESSARY FOR THE PROPER EXECUTION OF THE WORK 

EQUIPMENT AND SERVICES OF EVERY KIND,  INCLUDING WATER AND   

THE GENERAL CONTRACTOR SHALL SUPPLY ALL LABOR, MATERIALS, 

SKETCHES ISSUED DURING THE COURSE OF CONSTRUCTION.

SPECIFICATIONS, FIELD ORDERS, CHANGE ORDERS, AND CLARIFICATION 

HIS CONSTRUCTION DOCUMENTS WITH REVISED DRAWINGS AND 

THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR UPDATING 

     ALL WORK SHALL COMPLY WITH APPLICABLE FEDERAL AND LOCAL

       "BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE               

ACI   -   AMERICAN CONCRETE INSTITUTE

       "BUILDING CODE REQUIREMENTS FOR MASONARY STRUCTURES

OSHA -   OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION

COMPLIANCE WITH ANY AND/OR ALL OF THE APPLICABLE CODES AND 

EQUIPMENT AND MATERIAL FURNISHED ARE, AT A MINIMUM, IN STRICT 

THE WORK.  IN ADDITION, THE CONTRACTOR SHALL ENSURE THAT THE 

SUPERVISING SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH 

CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING AND 

EPA  -   ENVIRONMENTAL PROTECTION AGENCY

POUR TO VERIFY REINFORCEMENT PLACEMENT AND ALL CONCRETE 

THE ENGINEER AND THE DESIRNER OF ALL DISCREPANCIES.

THE CONTRACTOR SHALL VERIFY ALL MEASUREMENT AND SHALL NOTIFY 

ELEMENTS.

3.

2.

ACI 318-95 ("ACI 318").

ACI 530-92("ACI 530").

UBC  -   UNIFORM BUILDING CODE

STANDARDS LISTED BELOW:

1.

STRUCTURAL

7.

8.

      LOCAL HEALTH AND SAFETY CODES. 

6.

5.

2.

3.

GENERAL

      CODES.

1.

4.

GENERAL NOTES:

22.

23.

25.

24.

FORM REMOVAL:

ALL CONCRETE SHALL BE CURED WITH WATER FOR FIVE CALENDAR DAYS 

IN ACCORDANCE WITH ACI 318 REQUIREMENTS.

 - WALLS AND COLUMNS, 7 DAYS AFTER POUR.

 - SLABS, AND BEAMS, 28 DAYS AFTER POUR.

21.

17

16

TO ALL CONCRETE POURS.

ALL COLUMNS AND/OR WALLS ARE TO BE PLACED AT CENTERLINE OF 

FOOTINGS ARE TO BE PLACED ONLY ON UNDISTURBED SOIL OR ON 95%

MODIFIED PROCTOR DENSITY COMPACTED FILL.

FOUNDATION UNLESS OTHERWISE NOTED.

ALL REBAR DOWELS ARE TO BE IN PLACE PRIOR TO ALL CONCRETE 

POURS.

11.

12.

10.

9.

SKILLED IN THEIR TRADE. 

      WORK TO BE UNACCEPTABLE.

      THE VIHFA-CM SHALL BE NOTIFIED A MINIMUM OF 48 HOURS PRIOR

      PRIOR WRITTEN CONSENT OF VIHFA-CM MAY BE CAUSE FOR THE

NEW. MATERIALS AND  FREE OF DEFECTS.  ALL WORKMEN AND 

SUBCONTRACTORS SHALL BE 

VIHFA-CM AND DPNR SHALL BE NOTIFIED PRIOR TO ALL CONCRETE 

ALL FOOTINGS ARE TO BE INSPECTED BY THE VIHFA-CM AND DPNR PRIOR 

 
DO NOT SCALE DRAWINGS TO OBTAIN DIMENSIONAL INFORMATION.

APPROVAL BY VIHFA-CM PRIOR TO PROCEEDING WITH THE WORK.

PROHIBITED. ALTERNATE PRODUCTS MAY, HOWEVER, BE USED UPON 

USE OF ALTERNATE PRODUCTS TO THOSE SPECIFIED IS STRICTLY 

REQUIRED PRIOR TO THE FINAL COMPLETION OF THE PROJECT.

WITH THE PLANS AND SPECIFICATIONS.  APPROVAL BY VIHFA-CM IS 

APPROVAL BY THE BUILDING INSPECTOR DOES NOT IMPLY COMPLIANCE 

THE WORK.

OF ANY DISCREPANCY FOUND IN THE FIELD PRIOR TO PROCEEDING WITH 

BEFORE STARTING THE WORK.  VIHFA-CM SHALL BE NOTIFIED IN WRITING 

CONTRACTOR SHALL VERIFY ALL DIMENSIONED AND SITE CONDITIONS 

CONSTRUCTION.

INCLUDE THE ADEQUACY OF THE CONTRACTOR'S MEANS OR METHODS OF 

PROPERTY.  THE VIHFA-CM PRESENCE OR REVIEW OF WORK DOES NOT 

CONDITIONS AT THE JOB SITE INCLUDING SAFETY OF PERSONS AND 

AT ALL TIMES THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE 

MORTAR MATERIALS SHALL BE MEASURED IN SUCH A MANNER TO CONTROL

MORTAR CEMENT SHALL CONFORM TO UBC STANDARD No. 21-14 "MORTAR

NO READY-MIXED MORTAR SHALL BE USED.

THE SPECIFIED PROPORTIONS ACCURATELY.

ONLY MORTAR TYPE S OR M SHALL BE ACCEPTABLE.

4.

5.

1.

CEMENT."

2.

3.

PORTLAND CEMENT SHALL CONFORM TO ASTM C 150 "PORTLAND CEMENT"

MASONRY NOTES

MATERIALS STANDARDS

OR UBC STANDARD No. 19-1 "PORTLAND CEMENT

CEMENT

.1

2.

1.

AND ACCEPTED WOOD CONSTRUCTION PRACTICES.

RETARD ANT CHEMICAL IN ACCORDANCE WITH UBC STANDARD 23-6 AND 

AWPA'S STANDARD C-20 "STRUCTURAL LUMBER-FIRE RETARD ANT TREATMENT

ALL TIMBER SHALL BE PRESSURE IMPREGNATED WITH AN APPROVED FIRE-

ALL LUMBER, WOOD STRUCTURAL PANELS, STRUCTURAL LAMINATED TIMBER, 

ISSUED BY AN APPROVED AGENCY(AMERICAN SOFT WOOD STANDARDS, 

MOISTURE AND RAISED FROM THE GROUND AND SUPPORTED IN SUCH A 

PERMISSIBLE GRADE CHARACTERISTICS OR DEFECTS AFFECT THE SERVICE-

BE EXPOSED TO THE DIRECT SUN LIGHT FOR A PROLONGED PERIOD OF TIME.

MANNER AS TO AVOID WARPING AND BUCKLING. STORED LUMBER SHALL NOT 

ALL LUMBER SHALL BE STORED AWAY FROM CONTACT WITH WATER AND HIGH 

VOLUNTARY PRODUCT STANDARD PS20-70, NATIONAL BUREAU OF STANDARDS,

BE SO IDENTIFIED BY THE GRADE MARK OR A CERTIFICATE OF INSPECTION 

STANDARDS OR GRADING RULES SPECIFIED IN UBC CHAPTER 23 AND SHALL 

ALL SIZES REFEREED TO ARE STANDARD NOMINAL SIZES.

END-JOINTED LUMBER, AND POLES SHALL CONFORM TO THE APPLICABLE 

U.S. DEPARTMENT OF COMMERCE).

ABILITY OF THAT MEMBER.

6.

4.

5.

BY PRESSURE PROCESS "

2.

3.

MANUAL OF STANDARD WOOD CONSTRUCTION AND UBC CHAPTER 23, "WOOD" 

ALL LUMBER SHALL BE SOUTHERN PINE, AND CONFIRM TO THE SOUTHERN PINE 

TIMBER2.

1.

6.

#6 BARS - 3'-0"

#5 BARS _ 2'-6"

#4 BARS - 2'-0"

#3 BARS - 1'-6"

MINIMUM LAP SPLICES SHALL BE AS FOLLOWS:

VERTICAL REINFORCING SHALL BE ASTM A615, GRADE 60 DEFORMED BARS.  

TYPE M FOR BELOW GRADE.

MORTAR SHALL CONFIRM TO ASTM C270, TYPE M OR S FOR ABOVE GRADE, 

 GRADE N, TYPE 1, NORMAL WEIGHT, WITH F'm = 1500 PSI.

HALLOW CONCRETE MASONRY SHOWN ON THESE DRAWINGS SHALL BE ASTM C90. 

THE SLAB, OR, FOOTING. 

AND SHALL BE PLACED EVERY SECOND COURSE, STARTING DIRECTLY ON TOP OF 

ARE TO BE REINFORCED WITH No. 8 GAUGE "DUR-O-WALL" OR EQUIVALENT, 

STANDARD NO. 21-10 "JOINT REINFORCEMENT FOR MASONRY. ALL CMU WALLS 

JOINT REINFORCEMENT SHALL CONFORM TO THE REQUIREMENTS OF UBC 

THE VIHFA _ CM SHALL REJECT THE USE OF ANY WOOD MEMBER WHERE 

7.

8.
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ALL PLUMBING WORK SHALL COMPLY WITH THE 2018 IPC (INTERNATIONAL  PLUMBING CODE

 N.E.C.AND WAPA REQUIREMENTS

ALL ELECTRICAL WORK SHALL COMPLY WITH THE 2018

AND VI CODE.

ALL WORK SHALL COMPLY WITH THE 2018 IRC (INTERNATIONAL RESIDENTIAL CODE

NOTE:

#4 BAR BOTH WAYS @8" O.C.  

COMPACTED, & TERMITE TREATED FILL.

6 MIL VAPOR BARRIER OVER  CLEAN

5" CONCRETE SLAB WITH 6X6 - 10/10 WWF OVER

95% COMPACT FILL

FILLED SOLID WITH CONC.
AND REINF. WITH N0.4 DIA BARS 

@32" CRS (TYPICAL)

8" CONC. BLOCKWORK

C3

5-14

F1

5-14

F2

5-14

 

C3

 5-16

C2

 5-16

C2

 5-16

C3

 5-16

C2

 5-14

S1

5-14

F1

5-14

F2

5-14

F1

5-14

F1

5-14

FILLED SOLID WITH CONC.
AND REINF. WITH N0.4 DIA BARS 

@32" CRS (TYPICAL)

8" CONC. BLOCKWORK

SCALE: 1/4" = 1'-0"

FOUNDATION PLAN

SCALE: 1/4" = 1'-0"

FLOOR PLAN

#4 BAR BOTH WAYS @8" O.C.  

#4 DIA BAR TOP @8" OC
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BASE REMARKS

FINISH SCHEDULE

FLOORROOM

MASTER BEDROOM

BEDROOM #2

M BATH

BATH #2

LIVING ROOM

DINING

KITCHEN

LAUNDRY AREA

PORCH

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONSKID CERAMIC TILES

NONE

NONE

NONE

NONE

NONE

NONE

NONE

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT

WALLS

CERAMIC WALL TILES

CERAMIC WALL TILES
SEMI-GLOSS WALL PAINT ON 

COLOR TO BE SELECTED 

FROM OWNER.STANDARD. SUBMIT 

COLOR CHARTS.

VINYL COATED WIRE SHELVING 

IN ALL CLOSETED. (WHITE) 

EQUALLY SPACED. QTY SINGLE 

SHELF HEIGHT AT 5'-6" A.F.F.

CR TO FLOOR

CR TO FLOOR

DOOR AND WOOD TRIM.

BEDROOM #3 NONSKID CERAMIC TILES NONE

1 COAT PRIMER / 2 COATS PAINT

1 COAT PRIMER / 2 COATS PAINT
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